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Trans 231.01 General. This regulation is for the purpose
of designating standards within which the district engineers or the
maintenance engineer of the commission, or authorized represen-
tatives of said engineers, are authorized to issue permits pursuant
to s. 86.07 (2), Stats., for placing, constructing or altering drive-
ways for movement of traffic between state trunk highways and
abutting property or otherwise making . excavations or fills or
installing culverts or making other alterations in a state trunk high-
way or in other manner disturbing any such highway or bridge
thereon.

(2) This authorization extends only to the issuance of permits
for piacmg, constructing and altering private driveways, with and
without pipes, for the movemeént of traffic between state trunk
highways and abutting property, and to landscaping or other mi-
nor grading or alterations in roadway slopes and embankments on

state trunk highways adjacent to Iands owned by the permittee.

(3) Permits for such installations or alterations within the lim-
its and conditions established hereby may be issued by a district
engineer or the maintenance engineer of the commission or by

representatives whom they authorize to perfonn such functlon,-

hereinafter called the engineer.

{4) No permit issued pursnant to this authority shall supercede
more resrictive requu‘ements nnposed by val1d apphcable local
ordinances. .

(8) Permits for such lnstallatmns or aIteratlons exceeding the
limits or conditions established hereby shall be issued only on spe-
cific approval of the commission.

(6) No permit shall be issued or be valid for construct:on of a
driveway connecting directly with the through roadway of a con-
trolled-access highway unless and until such driveway is autho-
rized by SpCCLfic finding, determination and declarauon approved
by the commission,

(7) Applications for permits shall be made on forms avallable
at the offices of the state highway commission, and will be fur-
nished upon request.

(8) The purpose of the design standards hercm prcscribed is

to promote the orderly and safe movement in and out of private -

properties in such manner as will constitute a minimum of inter-
ference to through highway traffic, and to control the use of drain-
age structures and appurtenances as may be necessary to preserve
the physxcal slructure of the hlghway ’

Trans 231.02 Permit requ;rements In making applica-
tion for a permit the applicant agrees to the following conditions:

(1) That he represents all parties in interest, and that any drive-
way or approach constructed by him is for the bona fide purpose
of se(:uring access to his property and not for the purpose of park-
ing or servicing vehicles, or for advertising, storage, or mcrchan-
dising of goods on the highway right of way.

" .-{2) ‘That the permittee shall furnish all materials, do alt work,

and pay all costs in connection with the construction of the drive-
way and its appurtenances on the right of way. Materials used and

type and character of work shall be suitable and appropriate for its
intended purpose, and the type of construction shall be as desig-
nated and subject to approval of the engineer. The permittee shall
make the installation without jeopardy to or interference with traf-
fic using the highway. Highway surfaces, shoulders, ditches and
vegetation disturbed shall be restored to eqmvalent of ongmal
condition by the permittee.

(3) That no revisions or additions shall be made to the drive-
way or its appurienances ot the right of way without lhe wntten
permission of the engineer,

(4) The commission reserves the right to make such changes,
additions, repairs and relocations within statutory limits to the
driveway or its appurtenances on the right of way as may at any
time be considered necessary to permit the relocation, reconstruc-
tion, widening, and maintaining of the highway or to provide
proper protectlon to life and property on or adjacent to the high-
way. |

. (B) That the permittee, hxs successors Or assigns, agree to hold
h_arml_ess the state of Wisconsin and its duly appointed agents and
employes against any action for personal injury or property dam-
age susfaingd by reason of the exercise of the permit, :

{6) The commission does not assume any responsibility for the
removal or clearance of snow, ice or sleet, or the opening of wind-
rows of such material, upon any portion of any driveway or en-
trance along any state highway even though snow, ice or sleet is
deposited or windrowed on said driveway or entrance by its autho-
rized reprcscntatives engaged m normal wmter mamtenance op~
erations. .

Trans 231 03 Location, design and construction re-
quirements—general. The location, design, and construction
of a driveway shall conform to the following:

(1) A driveway shall be located and resiricted as to width as
necessary so that the entire driveway roadway and its appurte-
nances are contained within the frontage along the highway of the
property served. At public highway intersections a driveway shall
not provide direct ingress or egress to or from the public highway
intersection area and shall not encroach on or occupy areas of the
roadway or right of way deemeéd necessary for effective traffic
control or for highway signs or signals. A driveway shall be so lo-
cated and constructed that vehicles appreaching or using it will
have adequate sight distance in both directions along the highway.

{2) The number of driveways permitted serving a single prop-
erty frontage along a state trunk highway shall be the minimum
deemed necessary by the engineer for reasonable service to the
property without undue impairment of safety, convenience, and
utility of the highway.

(3) -The island area on the right of way between successive
driveways or adjoining a driveway and between the highway
shoulder and right-of—way line shall remain unimproved for ve-
hicular travel or parking. Such areas shall be considered as re-
stricted and may be filled in or graded down only as heremafter
provided in sub. (7). ‘

(4) The surface of the drivcway conneclmg wuh rural-type
highway sections shall slope down and away from the highway
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shoulder a sufficient amount and distances to preclude ordinary
surface water drainage from the driveway area flowing onto the
highway roadbed.

(5) The driveway shall not obstruct or impair drainage in high-
way side ditches or roadside areas. Driveway culverts, where nec-
essary, shall be adequate for surface water drainage along the
highway and in no case less than the equivalent of 15-inch diame-
ter pipe. The distance between culveris under successive drive-
ways shall be not less than 10 feet except as such restricted area
is permitted to be filled in under the provisions of sub. (7).

{6) When curb or gutter is removed for constructing a drive-
way, the new connections shall be of equivalent acceptable mate-
rial and curb returns provided or restored in a neat, workmanlike
manner, The driveway surface shall connect with the highway
pavement and the sidewalk, if any, in a neat, workmanlike manner.
The driveway construction shall include replacement of sidewalk
areas which are inadequate or become damaged by Teason of ve-
hicular travel across the sidewalk.

(7) The restricted area between successive dnveways may be
filled in or graded downonly when the foliowmg reqmremcnts are
fully complied with:

(a) The filling in or gradmg down shall be to grades approved
by the engineer and, except where highway drainage is by means
of curb and gutter, water drainage of the area shall be directed
away from the highway roadbed in a suitable manner. .

(b} Culvert exteasion under the restricted area shall be of like
size and equivalent acceptable material-of the driveway culvert,
and intermediate manholes adequate for clean—out purposes may
be required where the total culvert length exceeds 100 feet.

(c) Where no highway side ditch separates the restricted area

from the highway roadbed, permanent provision may be required
to separate the area from the highway roadbed, to prevent its use
for driveway or parking purposes, by construction of a border,
curb, rail, or posts deemed adequate by the engineer.

“Trans 231.04 Commercial—rural. On rural type highway

Cross section, driveways serving cammercnal or industrial estab-
lishmenis shall conform to the following:.

(1) WinTH oF DRIVE. No driveway except as hereinafter pro-
vided shall have a width greater than 35 feet measured at right
angles to the centerline of the driveway, except as increased by

permissible radii. In no instance shall a driveway have a width -

greater than 62 feet (inciuding flare of return radii) measured
along a line 10 feet from and parallel to the edge of the pavement
on which the entrance will be constructed.

(2) Rerurn RADIL *No return radius projected between the
edge of highway pavement and the driveway shall be greater than
40 feet. Usually, these: radii will be determmed by the restrictions
given in subs. (1), (3), and (4).

(3) ANGULAR PLACBMENT GERR
centerline of a driveway servi S and the edge of
the pavement shall not be less than 45°, Where suitable precau-
tions are {aken, or one—way operation along divided highways
permits only one-way operation of the driveways, the angle of the
entrance drive to grantee’s property may be decreased. The angle
of the exit drive with the highway pavement shall be not Iess than
45°,

(4) 1sLAND AREAS. (a) Anisland of a minimum length of 10
feet shall be maintained between driveways serving the same
premises. (The measurement shall be along a line 10 feet from and
paraltet to edge of pavement.) The permit shall specify that the is-
land area, if less than 20 feet in length or 10 feet in width, is to be
defined by curbs, posts, boulders, masonry walls, guard rail, etc.
Materials used to define the istand, except concrete curbs, shatl be
painted white. The side of the island next to the highway shall be
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not less than 10 feet from the pavement edge. The side of the island
farthest from the highway shall be at the right-of-way line,

(b) The area within 5 feet of a property line shall be a restricted
area over which no driveway may be developed. The 5—foot re-
striction shall be measured parallel to the pavement edge and shall
be effective between the right-of--way line and a line 10 feet from
and parallel to the pavement edge. This is o serve as anisland area
should the adjoining property owner request a perrmt for a drive-
way.

Trans 231.05 Noncommerclal—rural. On rural type
highway cross section, driveways serving farm or residence prop-
erty shall conform to the following:

(1) WipTH oF privE. No noncommercial driveway. or com-
bination of driveways shall have a width less than 16 feet nor
greater than 24 feet measured at right angles to the centerline of
the driveway except as increased by permissible radii. -

(2) Rerurw raDI No return radius projected between the
edge of hlghway pavement and the driveway shall be greater than
30 feet..

{3) ‘ANGULAR PLACEMENT. The centerline of that patt of the
driveway lying on the state right of way shall be at approximately
right angles to the pavement except as topography may make cer-
tain angular placement necessary.

Trans 231.06 Commercial—urban. On urban type high-
way cross section, driveways serving commercial or industrial es-
tablishments shall conform to the following; .

(1) WnTH o DRIVE. No driveway shall have a width greater
than 35 feet measured at right angles to the centerline of the drive-
way, except as increased by permissible radii.

(2) ReTURN RADIL The return radii projected between the line
of face of curb of the highway and the driveway shall be deter-
mined by the engineer, basing his decision on the type of traffic
and the restrictions given in subs. (1) and (4). In all cases, the en-
tire flare shall fall within the right of way.

- (3) ANGULAR PLACEMENT OF DRIVE, The angle between the
centerline of the driveway and the curb line shall be not less than
45¢. :

(4) ISLAND AREAS. (a) When sidewalk is adjacent to curb an
island of aminimum length of 6 feet, measured atong the curb line,
shall be placed between each entrance to a state hlghway The curb
shall be left intact for this length.

{b) When sidewalk is remote from ciirb, an island of a mini-
mum length of 10 feet measured along the right-of—way Iine shall
be maintaingd between each enirance to a state highway. All flares
shall be tangent to the curb line, -

(c) Acurb length'of notless than 3 feet shall beleft updisiurbed
adjacent ta each property line to serve as an island area should the
adjoining property owrer request a permit for an éntrance.

Trans 231.07 Noncommerciai—urban. On urban type
highway cross section, driveways serving residence property
shall conform to the following:

{1) WiDTH oF DRIVE. No noncommercial dnveway or com-
bination of driveways shall have a width greater than 24 feet mea-
sured at right angles to the cemterline of the driveway, pxcept as
increased by permissible radii.

{2) RETURN RADIL. The radius of the return connecling the lme
of face of curb of the highway and the edge of driveway shall not
exceed 10 feet, In all cases the entire flare shall fall within the nght
of way. '

(3) AnGULAR PLACEMENT. The ¢enterline of the driveway may

be either parallel to the property line of the lot for which access is
requested, or at right angles to the curb line,
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